
Infographic - AnalysIR USB IR Toy Getting Started process
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i
Problems?

Your Support 
options are 

described in the 
Getting Started 

Guide

i
USB IR Toy?

Make sure your 
device has the 

latest V2.2 
firmware installed

i
Components?

An IR Receiver and 
an optional IR 

Learner are 
already on-board 

the USB IR Toy

i
Problems?

Did you read the 
Getting Started 
Tips, the Getting 
Started Guide, 
README and 

Release Notes?

i
Windows PC?

Is your PC up to 
date using 

Windows Update?

i
Sending IR?

You can resend 
captured signals, 
using the USB IR 

Toy, via the Power 
Tools menu?

i
IR Frequency?
You can see the 

modulation 
frequency of the 
last signal via the 
Source Menu. USB 

IR Toy version 1 
hardware does not 
have this feature. 

You must keep the 
remote control 

within 10-20mm 
of the sensor to 

get a good 
reading.

i
Success?

When correctly 
installed you will 
see ‘USB IR Toy 

V222(or V122)’ in 
the taskbar of the 

main window.

You

AnalysIR Team

Information

Users Download 
Installation ‘exe’ & 

Documents

Install AnalysIR on 
PC and request 
Registration Key 

via email

On registration 
request, including 

Signature & 
registration email
Key issued to user 

via email

Apply Key and 
complete 

installation

Start here
Confirm you have 

the latest V22 
firmware installed 

on your USB IR 
Toy

If not, please visit 
the vendors web 
site and follow 

their instructions 
to upgrade to V2.2 

firmware

Connect your USB 
IR Toy to the USB 
Port on the PC.

Find the COM port 
assigned in the 
Control Panel

->Device Manager
->Ports

The IR 
Components are 

included on-board 
the USB IR Toy. 

Version 2 
Hardware has 

both an IR receiver 
& IR frequency 

Learner. Version 1 
Hardware only has 

the IR receiver.

On the AnalysIR 
GUI, select the 

correct COM port 
for your USB IR 

Toy

Point your Remote 
at the IR receiver 
on to the USB IR 

Toy and press 
some keys on your 

remote control

You should now 
see some signals 

appear on the 
trace of channel 1

Congratulations 
you have installed 

AnalysIR 
successfully. Now 

read the User 
Guide to find out 
about all of the 

features available 
in AnalysIR

Download 
Instructions Issued 

via email

On the AnalysIR 
GUI, select the  

USB IR Toy from 
the Source Menu
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